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ES&S Proposal Q6XXXX0 VX
	DATE: 
	PAGES (including cover) 3

	TO: 
	Phone:  

	ATTN:  
	FAX No.: 

	FROM:  
	Email: 

	SUBJECT:  
	Reference: Drawings & specifications provided at time of quote


ES&S is pleased to offer the following proposal: 

ITEM #1
Power Distribution Center (PDC) – B00-SHED01

ITEM #2
Power Distribution Center (PDC) – D00-SHED01

ITEM #1
Power Distribution Center (PDC)

Power Distribution Center Package to Include the Following:

CONSTRUCTION

· Walk-in prefabricated steel structure 

· PE stamped for the state of California for the structural design only.

· Structure constructed to 30 psf roof load, 90 mph wind load, seismic zone per IBC

· Approximate exterior footprint dimensions:  53’-3”L x 15’-3”W x 13’-5”H, including structural skid base 
· Interior ceiling height of 10’-6”
· Interlocking G90 galvanized steel panel construction (16-gauge walls & ceiling; 14-gauge roof)

· Color:  Exterior walls and roof = TBD; Interior walls and ceiling = white

·  FORMDROPDOWN 
 roof construction

· Qty (1 lot) Gutters & downspouts

· Insulation:  walls (R- FORMDROPDOWN 
) and ceiling (R- FORMDROPDOWN 
)

· Urethane spray foam insulation (R- FORMDROPDOWN 
) applied to underside of base structure

· Non-skid coating applied to floor, color gray.

· Qty (1 lot) Floor cut-outs with closure plates

· Qty ( FORMDROPDOWN 
) Hinged exterior steel insulated door with panic hardware, lock and wire mesh safety glass window; single door 

· Qty ( FORMDROPDOWN 
) Hinged exterior steel insulated door with panic hardware, lock and wire mesh safety glass window; double door 

· Qty ( FORMDROPDOWN 
) Removable transom above  FORMDROPDOWN 
 

· Qty ( FORMDROPDOWN 
) Ground pad, NEMA-hole drilled, stainless steel; customer connection ground lugs not included

· Qty (1 lot) Halo ground; ¼” x 2” silver washed copper ground bar routed around interior perimeter near the ceiling.  #4/0 bare copper connected from halo ground to two diagonally opposite external ground pads

UTILITIES

· Qty ( FORMDROPDOWN 
) Interior lights, fluorescent, 4ft, 2-lamp  FORMDROPDOWN 
 

· Qty (3) Combination emergency/exit light

· Qty ( FORMDROPDOWN 
) Light switch (3-way), one at each entry door.

· Qty (1) Light switch (1-way) at battery room entry door.

· Qty ( FORMDROPDOWN 
) Exterior lights,  FORMDROPDOWN 
W  FORMDROPDOWN 
 wall pack with integral photocell

· Qty ( FORMDROPDOWN 
) Internal GFCI receptacles

· Qty (2) External GFCI receptacle with weatherproof while-in-use cover

· Qty (2) HVAC unit, wall-mounted –  FORMDROPDOWN 
 ton – with electric heat.  NO heat calculations performed, no equipment heat loads provided at time of quotation.

· Qty ( FORMDROPDOWN 
) Conduit ( FORMDROPDOWN 
) and wiring system to NEC requirements for all PDC devices and equipment.  

· Qty (1 lot) Aluminum Cable Tray - FORMDROPDOWN 
 routed as shown on drawing 

EQUIPMENT SUPPLIED AND INSTALLED BY METRON

· Qty (1) Panelboard:  480/277V, 200A MCB, 3-phase, 4-wire, 35 kAIC, 42-pole, aluminum bus
· Qty (1) Panelboard:  208Y/120V, 150A MCB, 3-phase, 4-wire, 10 kAIC, 42-pole, aluminum bus

· Qty ( FORMDROPDOWN 
)   FORMDROPDOWN 
 kVA dry-type transformer, NEMA  FORMDROPDOWN 
,  FORMDROPDOWN 
,  FORMDROPDOWN 
-phase, aluminum winding, 150°C rise.

· Qty (1 lot) Fire detection/Alarm system, including

· Qty (3) Smoke detector

· Qty (2) Fire extinguisher; CO2 type, 20# capacity

· Qty ( FORMDROPDOWN 
) Sets of submittal and as built drawings, manuals, and documentation related to the PDC and equipment supplied by ES&Sonly. 

EQUIPMENT SUPPLIED BY OTHERS – This equipment is NOT supplied by Metron, but is to be supplied by others and will be installed into the PDC by Metron.

· Qty ( FORMDROPDOWN 
) Switchgear lineup – 9 sections; Associated wiring NOT included 

· Qty (2) Battery rack; Associated wiring NOT included

ITEM #2
Power Distribution Center (PDC) – D00-SHED01

Power Distribution Center Package to Include the Following:

CONSTRUCTION

· Walk-in prefabricated steel structure 

· PE stamped for the state of California for the structural design only.

· Structure constructed to 30 psf roof load, 90 mph wind load, seismic zone per IBC

· Approximate exterior footprint dimensions:  37’-8”L x 15’-3”W x 13’-5”H, including structural skid base 
· Interior ceiling height of 10’-6”
· Interlocking G90 galvanized steel panel construction (16-gauge walls & ceiling; 14-gauge roof)

· Color:  Exterior walls and roof = TBD; Interior walls and ceiling = white

·  FORMDROPDOWN 
 roof construction

· Qty (1 lot) Gutters & downspouts

· Insulation:  walls (R- FORMDROPDOWN 
) and ceiling (R- FORMDROPDOWN 
)

· Urethane spray foam insulation (R- FORMDROPDOWN 
) applied to underside of base structure

· Non-skid coating applied to floor, color gray.

· Qty (1 lot) Floor cut-outs with closure plates

· Qty ( FORMDROPDOWN 
) Hinged exterior steel insulated door with panic hardware, lock and wire mesh safety glass window; single door 

· Qty ( FORMDROPDOWN 
) Hinged exterior steel insulated door with panic hardware, lock and wire mesh safety glass window; double door 

· Qty ( FORMDROPDOWN 
) Removable transom above  FORMDROPDOWN 
 

· Qty ( FORMDROPDOWN 
) Ground pad, NEMA-hole drilled, stainless steel; customer connection ground lugs not included

· Qty (1 lot) Halo ground; ¼” x 2” silver washed copper ground bar routed around interior perimeter near the ceiling.  #4/0 bare copper connected from halo ground to two diagonally opposite external ground pads

UTILITIES

· Qty ( FORMDROPDOWN 
) Interior lights, fluorescent, 4ft, 2-lamp  FORMDROPDOWN 
 

· Qty (3) Combination emergency/exit light

· Qty ( FORMDROPDOWN 
) Light switch (3-way), one at each entry door.

· Qty (1) Light switch (1-way) at battery room entry door.

· Qty ( FORMDROPDOWN 
) Exterior lights,  FORMDROPDOWN 
W  FORMDROPDOWN 
 wall pack with integral photocell

· Qty ( FORMDROPDOWN 
) Internal GFCI receptacles

· Qty (2) External GFCI receptacle with weatherproof while-in-use cover

· Qty (2) HVAC unit, wall-mounted – 4 ton – with electric heat.  NO heat calculations performed, no equipment heat loads provided at time of quotation.

· Qty ( FORMDROPDOWN 
) Conduit ( FORMDROPDOWN 
) and wiring system to NEC requirements for all PDC devices and equipment.  

· Qty (1 lot) Aluminum Cable Tray - FORMDROPDOWN 
 routed as shown on drawing.
EQUIPMENT SUPPLIED AND INSTALLED BY METRON

· Qty (1) Panelboard:  480/277V, 200A MCB, 3-phase, 4-wire, 35 kAIC, 42-pole, aluminum bus
· Qty (1) Panelboard:  208Y/120V, 150A MCB, 3-phase, 4-wire, 10 kAIC, 42-pole, aluminum bus

· Qty ( FORMDROPDOWN 
)   FORMDROPDOWN 
 kVA dry-type transformer, NEMA  FORMDROPDOWN 
,  FORMDROPDOWN 
,  FORMDROPDOWN 
-phase, aluminum winding, 150°C rise.

· Qty (1 lot) Fire detection/Alarm system, including

· Qty (3) Smoke detector

· Qty (2) Fire extinguisher; CO2 type, 20# capacity

· Qty ( FORMDROPDOWN 
) Sets of submittal and as built drawings, manuals, and documentation related to the PDC and equipment supplied by ES&Sonly. 

EQUIPMENT SUPPLIED BY OTHERS – This equipment is NOT supplied by Metron, but is to be supplied by others and will be installed into the PDC by Metron.

· Qty ( FORMDROPDOWN 
) Switchgear lineup – 5 sections; Associated wiring NOT included 

· Qty (1) Battery rack, 2-tier; Associated wiring NOT included

Exceptions/Clarifications
· Exception – Take exception to rigid foam board type insulation in the floor of each PDC.  Floor insulation shall be spray-in polyurethane with an R-11 insulating value.

· Exception – Take exception to the ceiling heights of each PDC to be 12’-0” AFF.  Ceilings shall be 10’-6” AFF.

· Exception – Take exception to the finishing process as specified.  Metron’s painting process is as follows:

· Structural skid – Sandblast to SSPC-SP6, apply 4.0-6.0 mils of fast dry multi-purpose epoxy basecoat, then apply 3.0-4.0 mils of gloss aliphatic polyurethane topcoat.  

· Wall, roof & ceiling panels – Phosphate etched and then apply 3.0-5.0 mils of hammer finished polyester T.G.I.C. powder coat.

· Exception – Take exception to galvanized steel cable tray.  Aluminum cable tray shall be utilized.

· Clarification – PDC’s do NOT carry a fire rating.  If a fire rating is required; please specify which PDC and to what level and we will revise our quotation accordingly.

· Clarification – Pricing is per the above bills of material only.  Any additions or deletions to these bills of material will result in a price adjustment.

· Clarification – State or Local Building Permits, Inspections or Certificates are not included with this offering.  If any of these are required, please advise and we will revise our quotation accordingly.
Items NOT included within the scope of this proposal
· Freight expenses to transport the PDC’s to the jobsite.  Customer is responsible for all freight charges.  Freight costs shall be determined after receipt of order and once dimensions and weights of each PDC are finalized.
· Unloading, positioning, and anchoring of the PDC’s is provided by others.  Spreader bars and other lifting equipment to be used and provided by others.

· Commissioning and training of personnel on the PDC equipment not provided.

· The equipment listed as being supplied by others is to be shipped to Metron’s facility in Denver, CO for installation.  Shipping charges to get supplied equipment to ES&Sto be paid by others.  

· ES&S is not responsible for supplying any drawings or documentation for any equipment it did not manufacture or did not provide as listed above.
Terms and Conditions:

Shipment:

Terms:
Reference “Terms and Conditions of Sale” on the attached page

FOB: 
ES&S; Denver, Colorado 

Validity:
Prices Valid Thirty (30) Days From the Date of This Quotation

If you have any questions or comments please do not hesitate to contact me.

Sincerely,
 FORMDROPDOWN 
, 

Electrical Systems Structures  
 FORMDROPDOWN 
 
Phone:  FORMDROPDOWN 
 
COMMODITY METAL PRICE DISCLAIMER


Due to highly unstable commodity metal prices related to factors beyond our control, ES&Sis unable to hold its prices firm for longer than 30 days.  We are making every effort to minimize the impact of such variations and appreciate your understanding.  Orders placed later than 30 days after quotation are subject to a price revision based on most current metal commodity pricing.
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